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Monitor-only configuration includes: Optional Confined Space Kit 1 (CSK 1, P/N 020-0040-010) includes:

• Monitor as specified • Hard transport case with pre-cut foam

• Sensors as specified • Tool Kit

• Calibration adapter • Hand pump 

•  Travel charger cradle with computer cable • 10" stiff aluminum Sample probe with replaceable filter  

•  Universal wall adapter • 6 feet (2 meters) Tygon
®
 tubing

• Quick Reference guide  • External filter (pack of 3)

• CD ROM with product content

Optional Confined Space Kit 2 for PGM2500(D) (CSK 2, P/N 020-0040-020) includes:

• Four-gas mix in a 34L cylinder

(50% LEL, 18% O2, 10 ppm Hydrogen Sulfide, 50 ppm Carbon Monoxide)

• Regulator and tubing

• Compatible with PGM2500; PGM2500D and PGM2600

• •

• • • •

• • • •

•

• • • •

• • • •

Basic Unit USD $

A

1   cCSAus USD $ 0

B Wireless

1 BLE USD $ 56

3 BLE+MESH(900MHz)+GPS USD $ 225

4 BLE+Wi-Fi+GPS USD $ 253

C

0 USD $ 0

1 USD $ 66

2 USD $ 66

D

0 USD $ 0

1 O2 USD $ 66

E

0 Empty      USD $ 0

1 CO USD $ 66

2 H2S USD $ 66

F

0 USD $ 0

1 USD $ 66

2 USD $ 66

3 USD $ 214

G Kits

0 Monitor Only USD $ 0

From the table above, select one option from each Feature Group, A through G, to build a complete model number:  
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MicroRAE (cCSAu) LEL / H2S / CO / O2 -  Li-ion / BLE

MicroRAE (cCSAu) LEL / H2S / CO / O2 -  Li-ion / BLE + 900MHz + GPS

MicroRAE (cCSAu) LEL / H2S / CO / O2 -  Li-ion / BLE + Wi-Fi + GPS

MicroRAE (cCSAu) LEL / O2  / CO / HCN -  Li-ion / BLE

MicroRAE (cCSAu) LEL / O2  / CO / HCN -  Li-ion / BLE + 900MHz + GPS

MicroRAE (cCSAu) LEL / O2  / CO / HCN -  Li-ion / BLE + Wi-Fi + GPS

PGM-2600 LEL / H2S / CO / O2 sensors

PGM-2600 LEL / O2 / CO / HCN sensors
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M03             A     - B C D E  - F G 0
Total

Configurator Guide

M03 A B C D E -

 Socket 4 Sensor

 Empty      

CO

H2S

HCN

 Empty 

 Socket 3 Sensor

 LEL  Filtered5

 Socket 2 Sensor

 Socket 1 Sensor

 Empty 

M031-4111-300 1,163

PGM-2600 Series

Certification

 LEL4

PART NUMBER LIST PRICE

M031-1111-300 966

M031-3111-300 1,135

M031-1111-200 818

M031-3111-200 987

M031-4111-200 1015

  
W

ir
e
le

s
s

  
G

P
SListed below are some common configurations of the MicroRAE monitors. For others, please use the 

Standard Sensor Configurations - MicroRAE

PART NUMBER LIST PRICE
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Note: MicroRAE is compatible with MicroRAE Cradle for AutoRAE 2 Automatic Test and 

Calibration Station. Please contact us for availability.

MicroRAE wireless Four-Gas Monitor (PGM-26XX Series)

The MicroRAE is a handheld wireless diffusion instrument that simultaneously monitors up to four gases, 

including Hydrogen Sulfide (H2S), Carbon Monoxide (CO), Oxygen (O2) and Combustibles (LEL). With its 

wireless connectivity options, the MicroRAE can deliver real-time instrument readings and alarm status to the 

Honeywell ConneXt Safety Ecosystem. This enables continuous, instant visibility of safety threats for faster, 

more informed decisions, to protect workers, facilities, and the environment, and to optimize operations.

Note: When ordering 

electrochemical sensors, please 

select the lower number first

Note: HCN / H2S sensor 

combinaison cannot be ordered


